
Request for Bid 05-140
95-Gallon Commerical Trash Containers
Bid Opening Date:  08.23.05 - 2:00PM

Otto Industries, Inc. Toter, 
Incorporated

Schaefer Systems 
International, Inc. Zarn, LLC Rehrig Pacific 

Company Cascade Engineering Ameri-Kart 
Corporation
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$48.94 $42.16 $44.86 $45.34 $49.00 $42.69 $43.75*
$48.75**
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45-60 30-45 45-60 45 45 45 45Delivery of order can be made within _______ 
consecutive calendar days after receipt of 

Sample can be provided within X days after 
requested

DESCRIPTION

95-Gallon Trash Containers (Unit Price)

References (Y/N)
Deviations (Y/N)
Certification from bid package (Y/N)
Literature (Not Required)

All bids submitted for the designated project are reflected on 
this bid tab sheet.  However, the listing of a bid on this sheet 
should not be construed as a comment on the responsiveness 
of such bid or as any indication that the City accepts such bid 
as responsive.  The City will notify the successful bidder upon 
award of the contract.

# of Copies (1 required)
Prompt Payment Discount:
Procurement Card Program (Y/N)/% Discount:



Request for Bid 05-140
95-Gallon Commerical Trash Containers
Bid Opening Date:  08.23.05 - 2:00PM

DEVIATIONS FROM SPECIFICATIONS

Section/Item & Page # Proposed Alternative 
 
Ameri-Kart

Specifications - page 11 of 17   #12 3/4 " Axle
Terms of Condition - page 7 of 17 Ameri-Kalt is offering (2) prices over the 12 mo. Contract.  

*The first price of $43.75 would be held firm until 12/31/05.
**The second price of $48.75 would take effect 01/01/06 and 
would be held firm until 08/23/06.
(Note:  Bid does not hold firm fixed pricing per terms & 
conditions)

Otto Industries

page 11  #5 The Otto MSD  containers are stabilized against UV 
degradation with not less than .3% UV additivies.  This is a 
state-of-the-art package that meets or exceeds older systems
requiring .5% UV additive by weight and provides product 
visability for a minimum of ten years of outdoor exposure.

page 11  #11 Otto's lids have a minimum lid thickness of .130".
page 7 Extension of Contract - Containing Esculation Clause

(available upon request)
Rehrig Pacific Company  

page 11 &  12 Rehrig Pacific Company  -  3/4 inch axle is standard in the 
industry of Cart Manufacturing

Toter Incorporated

page 11  #3 Toter Incorporated   -  Rotationally Molded using LMDPE
page 11  #8 Nominal Wall Thickness 0.168"
page 12  #11 Lid attached with Toter's all plastic lid hinge joined by two tamper

resistant steel Torx fasteners. 
page 11  #11 Nominal Lid Thickness 0.125"
page 11  #12 5/8" axle
page 11  #15 Assembled Weight 36.2 pounds


